
Technical Data Sheet

Yato  |  Code YT-1960  |  Sku 101960

Tin Snips, Left Cut 250 mm

Overview

The Yato YT-1960 tin snips are a precise tool for cutting sheet metal, designed for durability and

efficiency. Forged from chromium-molybdenum steel (CrMo), they offer exceptional durability and long

service life. The induction-hardened body reaches 46–52 HRC for increased wear resistance, while the

cutting jaws are hardened to 56–62 HRC for long-lasting sharpness and cutting precision. Manufactured

using cold forging technology for added strength. The serrated blade edges provide a more secure grip

on the material for a stable cut. Ergonomic PP/TPR handles minimize hand fatigue during prolonged use.

Specially designed for left-hand cutting direction. Total length 250 mm, cutting length 40 mm. Suitable for

cold-rolled steel up to 1.5 mm, copper up to 2 mm, hard steel HRC35 up to 1 mm, and stainless steel

304 up to 0.8 mm.

Key Technical Specifications

Material CrMo

Application Sheet metal

Jaws Finish Induction hardened, oxidized

Total Length 250 mm

Cut Direction Left

Jaws Hardness 56–62 HRC

Cutting Length 40 mm

Serrated Edges Yes

Handle Material PP, TPR

Manufacturing Process Cold forged

Max. Cutting Capacity – Copper 2 mm

Max. Cutting Capacity – Hard Steel

HRC35

1 mm
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Max. Cutting Capacity –

Cold-Rolled Steel

1.5 mm

Max. Cutting Capacity – Stainless

Steel 304

0.8 mm

Key Points

• Forged from chromium-molybdenum steel (CrMo) for exceptional durability and long service life

• Induction-hardened body to 46–52 HRC for increased wear resistance

• Cutting jaws hardened to 56–62 HRC for long-lasting sharpness and precision

• Cold forging technology for enhanced strength and damage resistance

• Serrated blade edges for a secure grip on material and stable cut

• Ergonomic PP/TPR handles for comfortable, fatigue-reducing grip

• Designed for left-hand cutting direction

• Cuts cold-rolled steel up to 1.5 mm, copper up to 2 mm, hard steel HRC35 up to 1 mm, stainless steel

304 up to 0.8 mm

• Total length 250 mm, cutting length 40 mm

Warnings

• Always use personal protective equipment when working.
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