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Yato  |  Code YT-4909  |  Sku 104909

Stubby Combination Spanner 16 mm

Overview

Short stubby combination spanner from Yato. Made of 40CrV chromium-vanadium steel for long service

life. The twelve-point (dodecagonal) ring end is additionally offset, making it easier to maneuver the

spanner in confined spaces.

Key Technical Specifications

Size 16 mm

AS-DRIVE yes

Hardness 42–48 HRC

Material 40CrV

Application workshop

Head offset 15°

Head coating polished

Open end width 32 mm

Overall length 121 mm

Ring end width 24.3 mm

Finish chrome plated, polished

Ring wrench type dodecagonal (12-point)

Open end thickness 6.8 mm

Ring end thickness 9.6 mm

Key Points

• Stubby design ideal for use in tight or restricted spaces

• Made from 40CrV chromium-vanadium steel for durability and long life

• Twelve-point (dodecagonal) ring end for versatile fastener engagement

• 15° offset ring head for improved maneuverability
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• Chrome-plated and polished surface finish for corrosion resistance

• Hardness 42–48 HRC for reliable performance

• AS-DRIVE profile on open end for better grip on fasteners

• Size: 16 mm | Overall length: 121 mm

Warnings

• Use of hand tools may be dangerous – always wear appropriate personal protective equipment.

• Use only proper, undamaged tools.

• Select the correct tool type and size for the intended application.

• Do not overload tools.

• Keep tools out of reach of children.

• Handle tools with proper care.
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