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C Clamp 10"

Overview

Stable clamps made of high-quality continuous cast iron. They feature a pressure screw with a special

tube thread, made of A3 steel with a tinned finish. The body has additional ribbing that strengthens the

rigidity of the structure. The surface is protected against corrosion with a powder-coated varnish layer.

The pressure screw has a movable strap secured against falling out, allowing very strong tightening of

the clamped material. The frame is extremely resistant to twisting and vibration. The large metal

clamping pad is fitted with a ball joint, which facilitates precise fitting of the clamp to the surface of the

material. The Type C screw clamp, by virtue of its design, is one of the strongest clamping devices

available, making it suitable for extreme industrial and construction conditions. It is used when installing

heavy steel structures, in carpentry and roofing works, and frequently in welding applications for

effective, very strong clamping of various materials.

Key Technical Specifications

Size 10"

Clamp Type C

Body Material Cast iron

Thread Finish Galvanized (tinned)

Clamping Force 540 kg

Screw Material A3 steel

Surface Finish Powder-coated

Jaw Opening Range 250 mm

Key Points

• Made from high-quality continuous cast iron for exceptional strength and durability

• Body with additional ribbing for increased structural rigidity

• Pressure screw made of A3 steel with a tinned (galvanized) thread finish
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• Movable clamping strap secured against falling out for reliable tightening

• Metal clamping pad with ball joint for precise fit to irregular surfaces

• Powder-coated surface finish for corrosion protection

• Jaw opening range: 250 mm; clamping force: 540 kg

• Ideal for heavy steel structures, carpentry, roofing, and welding applications
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