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Digital Multimeter True RMS

Overview

The YT-73096 is a universal multimeter with True RMS function and automatic range selection for every

measurement type. It supports both basic and advanced electrical measurements. The compact housing,

small dimensions, and large illuminated LCD display combine high portability with comfortable use.

Measurement speed, accuracy, and repeatability are achieved through a modern control board and

high-quality measuring probes, suitable for both hobbyists and professional service technicians. Basic

measurements: AC voltage 0–750 V (True RMS), DC voltage 0–1000 V, AC current 0–10 A (True RMS),

DC current 0–10 A, resistance 0–60 M, diode test (IF 5 mA, UR 3 V), continuity test 0–50 . Additional

measurements: capacitance 0–9.999 mF, frequency 0–9.999 MHz, duty cycle 1–99%. True RMS

function calculates the real effective (RMS) value of AC voltage and current for both sinusoidal and

non-sinusoidal waveforms, including distorted or square waveforms. Auto-range automatically selects

the optimal measurement range with a single connection. Data Hold freezes the currently displayed

value. The meter launches in Auto Select mode by default. Includes overload protection, ABS housing,

auto power-off after 15 minutes of inactivity, and low battery indicator. Measuring probes are 14.5 cm

long with 97 cm cable length and 3.5 mm insulated cable diameter. Powered by two AAA 1.5 V batteries.

Key Technical Specifications

Weight 0.114 kg

True RMS yes

Data Hold yes

Frequency 0–9.999 MHz

AC Current 0–10 A

AC Voltage 0–750 V

Auto Range yes

DC Current 0–10 A

DC Voltage 0–1000 V
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Dimensions 130×65×32 mm

Diode Test yes

Duty Cycle 1–99 %

Resistance 0–60 M

Application Electrical measurements

Capacitance 0–9.999 mF

Audible Beep yes

Display Type LCD

Power Supply 2× 1.5 V AAA batteries

Display Count 6000

LED Backlight yes

Sampling Rate 3 per second

Auto Power-Off 15 min

Continuity Test yes

Housing Material ABS

Storage Temperature -10–+50 °C

Continuity Test Range 0–50 

Low Battery Indicator yes

Operating Temperature 0–40 °C

Operating Relative Humidity <75 %

Key Points

• True RMS function measures real effective AC voltage and current for sinusoidal and non-sinusoidal

waveforms

• Auto-range automatically selects the optimal measurement range

• AC voltage: 0–750 V True RMS; DC voltage: 0–1000 V

• AC current: 0–10 A True RMS; DC current: 0–10 A

• Resistance: 0–60 M; capacitance: 0–9.999 mF; frequency: 0–9.999 MHz; duty cycle: 1–99%

• Diode test and continuity test (0–50 ) with audible beep

• Data Hold function freezes the displayed measurement value

• Large backlit LCD display with 6000-count range

• Auto power-off after 15 minutes of inactivity

• Includes 14.5 cm measuring probes with 97 cm insulated cables (3.5 mm diameter)

• Overload protection and low battery indicator

• Powered by 2× AAA 1.5 V batteries

Warnings

• When measuring unknown values with a manual-range meter, always start from the highest range to

avoid device damage. This meter's auto-range eliminates that risk.

• Auto power-off activates after 15 minutes of inactivity; this mode can be disabled manually.

Page 2


