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Yato  |  Code YT-72900  |  Sku 1072900

Digital Paint Thickness Tester

Overview

Precision Paint Thickness Measurement YT-72900 is an indispensable tool for evaluating the quality of

paint coatings. It provides accurate readings even on curved surfaces. Precise paint thickness control for

professionals, for magnetic and non-magnetic materials. It offers precise measurements of paint coatings

and varnishes in the range of 0 to 1.3 mm (1300 m) and reliable readings even on curved surfaces (min.

convex radius 1.5 mm, concave 25 mm). Suitable for assessing coating quality in the automotive, metal,

and chemical industries, it is compatible with iron (steel) and non-iron (copper, aluminum) coatings. It

features memory for up to 20 previous results for analysis and comparison, a clear high-resolution

display for comfortable reading, and a built-in self-testing function that ensures device readiness. It is

suitable for operation in a wide temperature range (0-40°C) and humidity (<80% Rh). Key Technical

Parameters: Measurement Range: 0-1.3 mm (0-1300 m); Measurement Accuracy: +/-3% + 2 m; Result

Resolution: 0.1 µm; Min. Diameter of Measuring Area: 6 mm; Min. Thickness of Measured Surface

(Fe/NFe): 0.5 mm / 0.3 mm; Power Supply: 2 AAA batteries, 1.5 V.

Key Technical Specifications

Brand Yato

Symbol YT-72900

Weight 100 g

Cell type 2x1.5V; AAA

Dimensions 105x52x25 mm

Resolution 0.1 µm

Application checking the thickness of the varnish layer on aluminum and steel

coatings

Power supply battery

Producer code 5906083110221

Length / Range 0-1300 µm
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Measurement memory 20

Storage temperature -10 ~ +50 C

Measurement accuracy 3% ± 2 µm

Working temperature range 0~40 C

Operating relative humidity Rh <80 %

Min. diameter of the area to be

measured

6 mm

Min. thickness of measured surface

Fe / NFe

0.5 / 0.3 mm

Min. radius of convex curvature of

the measured surface

1.5 mm

Min. radius of concave curvature of

the measured surface

25 mm

Key Points

• For magnetic and non-magnetic materials

• Precise measurements of paint coatings and varnishes in the range of 0 to 1.3 mm (1300 m)

• Reliable readings even on curved surfaces (min. convex radius 1.5 mm, concave 25 mm)

• Suitable for assessing coating quality in automotive, metal, and chemical industries

• Compatibility with iron (steel) and non-iron (copper, aluminum) coatings

• Memory for up to 20 previous results for analysis and comparison

• Clear high-resolution display for comfortable reading

• Built-in self-testing function ensures device readiness

• Suitable for operation in a wide temperature range (0-40°C) and humidity (<80% Rh)

• Measurement Range: 0-1.3 mm (0-1300 m)

• Measurement Accuracy: +/-3% + 2 m

• Result Resolution: 0.1 µm

• Min. Diameter of Measuring Area: 6 mm

• Min. Thickness of Measured Surface (Fe/NFe): 0.5 mm / 0.3 mm

• Power Supply: 2 AAA batteries, 1.5 V
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