
Technical Data Sheet

Yato  |  Code YT-25390  |  Sku 1025390

Bearing Extractor 15-Piece Set

Overview

A set of inertia pullers for sleeve and raceway internally seated bearings. It is designed for pilot ball

bearings, needle roller bearings, and other components which require an internal puller. The set is used,

among other things, for bearings that are seated on the rear end of the crankshaft and support the clutch

shaft. The kit is used for pulling bearings, outer races and bushings with diameters from 8 - 58 mm.

Usage warnings: Warning! Always use personal safety equipment at work.

Key Technical Specifications

Pcs 15

Brand Yato

Symbol YT-25390

Material #45 carbon steel

Application for ball and needle bearings mounted internally

Set includes inertia hammer – extractor, bearing tip x10 (8-11 mm, 12-17 mm,

18-23 mm, 24-29 mm, 30-34 mm, 34-38 mm, 39-43 mm, 44-48 mm,

49-53 mm, 54-58mm), two-arm puller,

Producer code 5906083075421

Working capacity 8-58 mm

Set includes cont’d x5 reduction (M10x1.5P, M10x1.5P/ M8x1.25P, M10x1.5P/ M6x1.0P)

Key Points

• Inertia puller set for internally seated sleeve and raceway bearings

• Designed for pilot ball bearings, needle roller bearings and other internally mounted components

• Working capacity for bearings, outer races and bushings from 8 - 58 mm

• Made of #45 carbon steel

• 15-piece set including inertia hammer extractor, 10 bearing tips (8-58 mm), two-arm puller and 5
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reductions

Warnings

• Warning! Always use personal safety equipment at work.
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