Technical Data Sheet YATO

Yato | Code YT-07021 | Sku 1007021

GREASE GUN 18V, 620 BAR, 284 G/MIN - BODY

Overview

Professional lubrication for reliable work The battery-powered grease gun YT-07021 is a powerful tool
designed for professionals. It facilitates the maintenance of construction, agricultural, and automotive
equipment, ensuring long-lasting efficiency, performance, and precision in any conditions. Maximum
efficiency Enables efficient lubrication of construction, agricultural, industrial machinery and vehicles
Provides high power and lubrication efficiency at a level of 284 g/min Ensures precise grease dosing
thanks to feed rate adjustment Built-in LED lighting improves visibility in hard-to-reach areas Long
connection hose 76 cm facilitates reaching distant lubrication points Large grease tank capacity (600 g)
minimizes the need for frequent refills Generates high working pressure of 620 bar, effectively injecting
grease Compatible with a wide range of YATO 18 V Li-lon batteries High efficiency Precise dosing LED
lighting Long hose 18V battery Technical specification and equipment Power supply voltage: 18 V
Maximum working pressure: 620 bar (62 MPa) Grease delivery efficiency: 284 g/min Grease tank
capacity: 600 g (bulk grease) Connection hose length: 76 cm Workplace lighting: Yes, integrated LED
Device weight: 3.45 kg Protection degree / Electrical insulation class: IPXO0 / lll Included: Grease gun,
flexible working end and standard end Battery and charger: Not included (BODY version)

Key Technical Specifications

Brand Yato

Symbol YT-07021

Weight 3.45 kg

volume 284 g/min

Voltage 18V d.c.

Tip Type flexible + standard tip

Vibrations 0.5+ 1.5 m/s?

Application Lubrication of machines and devices equipped with calamits
Hose length 76 cm
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Refill type
Battery type
Charger type

bulk grease
Li-lon
mains 220-240V~ 50/60Hz

Set includes lubricator, flexible working tip
Producer code 5906083079436

Acoustic power 86.0 = 3.0 dB(A)

Battery quantity lack

Charger included no

Protection grade IPX0

Acoustic pressure 76.0 + 3.0 dB(A)

Operating pressure 62 MPa

Work area lighting yes, LED

Grease tank capacity 600 g

Electric insulation class

Key Points

< Enables efficient lubrication of construction, agricultural, industrial machinery and vehicles

Provides high power and lubrication efficiency at a level of 284 g/min
Ensures precise grease dosing thanks to feed rate adjustment

Built-in LED lighting improves visibility in hard-to-reach areas

Long connection hose 76 cm facilitates reaching distant lubrication points
Large grease tank capacity (600 g) minimizes the need for frequent refills
Generates high working pressure of 620 bar, effectively injecting grease
Compatible with a wide range of YATO 18 V Li-lon batteries

Power supply voltage: 18 V

Maximum working pressure: 620 bar (62 MPa)

Grease delivery efficiency: 284 g/min

Grease tank capacity: 600 g (bulk grease)

Connection hose length: 76 cm

Workplace lighting: Yes, integrated LED

Device weight: 3.45 kg

Protection degree / Electrical insulation class: IPX0 / 111

Included: Grease gun, flexible working end and standard end

Battery and charger: Not included (BODY version)
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