
Technical Data Sheet

Yato  |  Code YT-44722  |  Sku 1044722

Countersink 8.3mm HEX

Overview

Metal countersink by Yato YT-44722. Made of high-speed HSS steel. Intended for professional use -

drilling in hard and difficult-to-machine materials. • HSS steel provides several times faster drilling in

stainless steel, structural steel and aluminium • 5-blade "Split Point" tip with a 45° angle allows drilling

without prior centre-punching • The ground surface increases drilling precision • Durable and resistant to

damage and wear • Hexagonal shank • HEX hexagonal shank allows mounting in cordless screwdrivers

and impact drivers.

Key Technical Specifications

Brand Yato

Length 40 mm

Symbol YT-44722

Diameter 8.3 mm

Material HSS

Application chamfering the edges of holes in metal, wood, laminated boards, etc.,

for M5, M6, M8, M10 screws, for screws with heads PH2, PH3, PZ2,

PZ3

Holder size 1/4" (6.3 mm)

Split point yes

Producer code 5906083049156

Finish refined

Blades quantity 5

Toolholder type hexagonal

Drill bit point angle 45 
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Key Points

• HSS steel provides several times faster drilling in stainless steel, structural steel and aluminium

• 5-blade "Split Point" tip with a 45° angle allows drilling without prior centre-punching

• Ground surface increases drilling precision

• Durable and resistant to damage and wear

• Hexagonal HEX shank allows mounting in cordless screwdrivers and impact drivers

• Diameter 8.3 mm, length 40 mm

• Suitable for chamfering hole edges in metal, wood and laminated boards
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