Technical Data Sheet YATO

Yato | Code YT-82101 | Sku 1082101

ANGLE GRINDER WITH VARIABLE SPEED 1100W 125MM

Overview

Masterful grinding and cutting of inox steel. Discover the precision of the YT-82101 angle grinder,
designed for the most demanding tasks. Ideal for professional cutting and grinding of steel, including
stainless steel inox. With advanced features and a solid construction, it is extremely efficient. Maximum
performance and work comfort: high power of 1100 W for efficient cutting and grinding of demanding
materials; 6-speed adjustment for perfect adaptation to the material being processed; Constant Speed
system maintaining steady rotations even at low speeds (3000-4000 rpm), crucial for working with
stainless steel inox; Soft Start function for smooth and safe device start-up; strong, safe, and convenient
side switch for comfortable work even with gloves; copper rotor windings protected from overheating and
damage; gear made of steel with hardness of 53-56 HRC ensuring durability and reliability;
epoxy-insulated rotor and electronics protection against dust and metal shavings; narrow housing for
increased control and safety during work, minimizing the risk of accidents. Ideal for grinding inox steel,
sharpening tools, cutting, and removing rust and paint coatings. Technical specification: Power: 1100 W;
Speed adjustment: 3000-12000 rpm; Grinding disc diameter: 125 mm; Spindle thread: M14; Cable
length: 3 m (rubber); Weight: 2.1 kg. Additional parameters and set contents: angle grinder (main unit),
additional handle, grinding disc guard, key for mounting the grinding disc; Voltage: 230-240 V;
Frequency: 50 Hz; Protection class: IPX0; Electrical insulation class: Il; Sound pressure: 87.3 £ 3.0
dB(A); Acoustic power: 95.3 = 3.0 dB(A); Vibration: 6.743 = 1.5 m/s?;, Grinding disc hole diameter: 22
mm; Compatible with discs: YT-60441, YT-60442, YT-60443, YT-60444, YT-60445, YT-60446,
YT-60447.

Key Technical Specifications

Brand Yato
Power 1100 W
Symbol YT-82101
Weight 2.1kg
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Voltage
Frequency
Rotations
Soft start
Vibrations
Cable length

Set includes

Producer code
Acoustic power
Compatible with

Protection grade

Speed adjustment

Acoustic pressure

Grinding wheel size

Spindle thread size

Electrical insulation class
Electronic rotation adjustment
Grinding disc mounting hole

diameter

Key Points

YATO O

230-240 V a.c.

50 Hz

3000-12000 min?

yes

6.743 £ 1.5 m/s?

3m

angle grinder, additional handle, abrasive disc cover, key for mounting
the abrasive disc

5906083033728

95.3 + 3.0 dB(A)

YT-60441, YT-60442, YT-60443, YT-60444, YT-60445, YT-60446,
YT-60447

IPX0

yes

87.3+ 3.0 dB(A)

125 mm

M14

Il

yes

22 mm

» High power of 1100 W for efficient cutting and grinding of demanding materials

» 6-speed adjustment for perfect adaptation to the material being processed

» Constant Speed system maintaining steady rotations even at low speeds (3000-4000 rpm), crucial for

working with stainless steel inox

« Soft Start function for smooth and safe device start-up

» Strong, safe, and convenient side switch for comfortable work even with gloves

» Copper rotor windings protected from overheating and damage

* Gear made of steel with hardness of 53-56 HRC ensuring durability and reliability

e Epoxy-insulated rotor and electronics protection against dust and metal shavings

« Narrow housing for increased control and safety during work, minimizing the risk of accidents

» ldeal for grinding inox steel, sharpening tools, cutting, and removing rust and paint coatings

¢ Power: 1100 W

* Speed adjustment: 3000-12000 rpm

e Grinding disc diameter: 125 mm

e Spindle thread: M14
e Cable length: 3 m (rubber)
* Weight: 2.1 kg

» Set includes: angle grinder (main unit), additional handle, grinding disc guard, key for mounting the
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grinding disc
¢ Voltage: 230-240 V
¢ Frequency: 50 Hz
» Protection class: IPX0
« Electrical insulation class: Il
e Sound pressure: 87.3 £ 3.0 dB(A)
* Acoustic power: 95.3 £ 3.0 dB(A)
e Vibration: 6.743 + 1.5 m/s?
e Grinding disc hole diameter: 22 mm

YATO O

» Compatible with discs: YT-60441, YT-60442, YT-60443, YT-60444, YT-60445, YT-60446, YT-60447
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