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Yato  |  Code YT-82181  |  Sku 1082181

CUT OFF MACHINE 355MM 2450W

Overview

Metal cutting machine 2450W 355mm with soft start function. Portable, very powerful metal cutter with a

power of 2450 W. The device has a smooth start function. The high power of the device allows for fast

and trouble-free cutting through material. Copper motor winding, which can withstand temperatures up to

200 degrees, protects the cutter and contributes to the durability of the device. With high power and solid

performance the tool will work great in the hands of professionals. Ideal for cutting through metals, iron,

pipes and profiles. The cutter is equipped with a fastening vise, which makes working with the device

comfortable. The device also has a blade guard, which definitely affects the safety of working with the

tool. Characteristics: "soft start" function does not burden the electrical system in the workshop; copper

motor winding resistant to temp. up to 200°C; disc guard protects against hot filings; fast-fixing vise;

clean and fast cutting, thanks to shield against sparks and hot filings; easy replacement of carbon

brushes; disc included. Parameters: power [W]: 2450; speed [1/min]: 4000.

Key Technical Specifications

Brand Yato

Power 2450 W

Symbol YT-82181

Weight 17.2 kg

Voltage 230 V a.c.

Frequency 50 Hz

Rotations 4000 min¹

Soft start yes

Set includes cutter, grinding wheel (abrasive disc)

Disc diameter 355 mm

Producer code 5906083033988

Acoustic power 108.8 ± 3.0 dB(A)
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Protection grade IPX0

Acoustic pressure 95.8 ± 3.0 dB(A)

Max. cutting depth 110 mm

Mounting hole diameter 25.4 mm

Cutting angle regulation 0-45 

Cutting segment thickness 3 mm

Electric insulation class I

Temperature proof winding <=200 C

Motor dustproof protection yes

Cutting depth at 45° (angle) 100x100 mm

Electronic rotation adjustment no

Cutting depth at 90° (angle bar) 135x135 mm

Cutting depth at 45° (round profile) 110 mm

Cutting depth at 90° (round profile) 110 / 60 mm

Cutting depth at 45° (square

profile)

110x110 mm

Cutting depth at 90° (square

profile)

110x110 mm

Cutting depth at 45° (rectangular

profile)

110x130 mm

Cutting depth at 90° (rectangular

profile)

110x130 mm

Key Points

• "soft start" function does not burden the electrical system in the workshop

• Copper motor winding resistant to temp. up to 200°C

• Disc guard protects against hot filings

• Fast-fixing vise

• Clean and fast cutting, thanks to shield against sparks and hot filings

• Easy replacement of carbon brushes

• Disc included

• Power: 2450 W

• Speed: 4000 min¹

• Disc diameter: 355 mm

• Max. cutting depth: 110 mm

• Cutting angle regulation: 0-45°

• Weight: 17.2 kg
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Warnings

• High noise levels: acoustic pressure 95.8 ± 3.0 dB(A), acoustic power 108.8 ± 3.0 dB(A) — hearing

protection recommended.

• Protection grade IPX0 — not protected against water ingress.
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