Technical Data Sheet

Yato | Code YT-09955 | Sku 1009959

Air Body Saw

YATO O

Overview

Pneumatic jigsaw designed for cutting metal, plastics and wood. Adapted for indoor use. Powered by a

compressed air stream. Features a depth-limiting guide, cutting speed of 9000 rpm, standard air

connection, and includes one 24T and one 32T blade. Maximum cutting thickness: metal — 2 mm,

plastics and wood — 6 mm.

Key Technical Specifications

Brand

Symbol

Weight

Vibrations

Set includes

Cutting speed

Producer code

Acoustic power

Casing material

Acoustic pressure

Required air flow

Max. working pressure

Saw blade stroke length

Air connection diameter (PT)
Max. cutting capacity in metal
Max. cutting thickness in wood
Air supply hose inside diameter
Max. cutting capacity in plastic

Yato

YT-09955

0.67 kg

23 £ 1.5 m/s?
pneumatic jigsaw, hose connector, saw blade x2 (24T, 32T)
9000 min?
5906083044274
89.0 + 3.0 dB(A)
aluminum

78.0 £ 3.0 dB(A)
170 I/min

0.63 MPa

10 mm

standard

2 mm

6 mm

3/8" (9.5 mm)

6 mm
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Key Points

* Depth-limiting guide

e Cutting speed: 9000 mint

e Max. cutting thickness: metal — 2 mm, plastics and wood — 6 mm
» Standard air connection

e Includes one 24T and one 32T blade

¢ Lightweight aluminum casing (0.67 kg)

» Saw blade stroke length: 10 mm

Warnings

e Adapted for indoor use only
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