Technical Data Sheet

Yato | Code YT-82553 | Sku 1082553

YATO O

Spray Gun 600W 1L/min

Overview

Electric spray gun with high flow and performance, designed for painting with paints and varnishes.

Thanks to the built-in compressor, it does not require an external compressed air supply. Large flow rate:

as much as 1 I/min, switch in the gun trigger with paint flow control, adjustable angle and width of the

paint stream, paint tank capacity: 1 I, nozzle: 2.6 mm, very easy to use and maintain. Includes

interchangeable nozzles with diameters 1.5 mm, 1.8 mm and 2.2 mm, and a viscometer for measuring

paint density. Designed for oil, acrylic, emulsion, primer and impregnation paints.

Key Technical Specifications

Brand
Power
Symbol
Weight
Voltage
Flow rate
Frequency
Vibrations
Application
Set includes

Producer code
Tank capacity
Acoustic power
Nozzle diameter
Protection grade
Acoustic pressure

Yato

600 W

YT-82553

1.3 kg

220-240 V a.c.

1 I/min

50 Hz

0.67 = 1.5 m/s?

oil paints, acrylic paints, emulsion paints, primer paints, impregnations
spray gun, paint tank, viscometer, nozzle x3 (1.5 mm, @1.8 mm,
@2.2 mm)

5906083058264

11

91.4 + 3.0 dB(A)

2.6 mm

IPX0

80.4 + 3.0 dB(A)
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Electric insulation class 1]

Key Points

e Large flow rate: as much as 1 I/min

« Switch in the gun trigger with paint flow control

* Adjustable angle and width of the paint stream

e Paint tank capacity: 1|

* Nozzle: 2.6 mm

¢ Very easy to use and maintain

» Interchangeable nozzles included: 1.5 mm, 1.8 mm and 2.2 mm, plus a viscometer for measuring
paint density

« Suitable for oil, acrylic, emulsion, primer and impregnation paints

e Built-in compressor - no external compressed air supply required

e Power: 600 W
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