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TOOL SET

Overview

body, .main_layout, .main_layout * { color: #000 !important; } Comprehensive set for professionals The

YT-38791 tool set consists of 108 carefully selected elements, guaranteeing the highest precision and

reliability. Ideal for professionals who value quality. Professional set designed for specialized car and

mechanical service centers Sockets and drive made of exceptionally durable chrome vanadium steel

CrV 50BV3 Matrix-forged and precisely calibrated sockets for maximum durability AS-Drive system

increasing maximum torque by 25% with full nut protection Two-tone finish of socket surfaces,

emphasizing their quality Bits made of hard S2 steel, resistant to deformation Enables work under very

high loads and precision requirements Allows for performing many service operations related to threaded

connections 108 elements in the set Professional applications Transport case For car workshops…

…and home workshops Technical parameters: Material: 40CrV, CrV 6150, CrV 50BV30, CrMo

SCM-440, S2 Wide application: car services, mechanical workshops, industry, household Number of

teeth in ratchets: 72 AS-DRIVE system: Yes Tool handle size: 1/4'' (6.3 mm) and 1/2'' (12.7 mm) Number

of pieces in the set: 108 What's included in the set: 1/2” (12.7 mm) Sockets: 10, 11, 12, 13, 14, 15, 16,

17, 18, 19, 20, 21, 22, 24 mm (L=38 mm) 27, 30, 32 mm (L=42 mm) 1/4” (6.3 mm) Sockets: 4, 4.5, 5,

5.5, 6, 7, 8, 9, 10, 11, 12, 13, 14 mm (L=25 mm) 1/2” (12.7 mm) Long Sockets: 14, 15, 17, 19, 22 mm

(L=76 mm) 1/4” (6.3 mm) Long Sockets: 6, 7, 8, 9, 10, 11, 12, 13 mm (L=50 mm) 1/2” (12.7 mm)

Sockets: E10, E11, E12, E14, E16, E18, E20, E24 1/4” (6.3 mm): E4, E5, E6, E7, E8 1/2” (12.7 mm)

Extensions: 127 mm, 254 mm 1/4” (6.3 mm) Extensions: 50.8 mm, 101.6 mm Adapter: 3/8” (9.5 mm) (F)

x 1/2” (12.7 mm) (M) Universal Joints: 1/2” (12.7 mm), 1/4” (6.3 mm) Spark Plug Sockets: 1/2” (12.7

mm): 16, 21 mm T-Handle: 1/4” (6.3 mm): 152.4 mm Ratchets: 1/2” (12.7 mm); 255 mm; 72T 1/4” (6.3

mm); 155 mm; 72T Socket Driver: 1/4” (6.3 mm): 150 mm Reducer: 1/2” (12.7 mm) x 5/16” (7.9 mm)

Bits: Flat 5/16” (7.9 mm): 8, 10, 12 mm (L=30 mm) Phillips 5/16” (7.9 mm): PH3, PH4 (L=30 mm)

Pozidrive 5/16” (7.9 mm): PZ3, PZ4 (L=30 mm) Torx 5/16” (7.9 mm): T40, T45, T50, T55, T60 (L=30

mm) Hex 5/16” (7.9 mm): 7, 8, 10, 12, 14 mm (L=30 mm) Socket Bits: Flat 1/4” (6.3 mm): 4, 5.5, 6.5 mm
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(L=37 mm) Phillips 1/4” (6.3 mm): PH1, PH2 (L=37 mm) Pozidrive 1/4” (6.3 mm): PZ1, PZ2 (L=37 mm)

Torx 1/4” (6.3 mm): T8, T10, T15, T20, T25, T27, T30 (L=37 mm) Hex 1/4” (6.3 mm): 3, 4, 5, 6 mm (L=37

mm) Hex Key: 1.5, 2, 2.5 mm Usage warnings: Use of hand tools may be dangerous! Always use

personal protection equipment at work. Use only proper undamaged tools. Select the type and size of

tool according to intended application. Do not overload tools. Keep tools away from children. Use tools

with proper care.

Key Technical Specifications

Pcs 108

AS-DRIVE yes

Material 40CrV, CRV 6150, CrV 50BV30, CrMo SCM-440, S2

Application car services, mechanical services, industry, household

Holder size 1/4" (6.3 mm), 1/2" (12.7 mm)

Number of teeth 72

Key Points

• Professional set designed for specialized car and mechanical service centers

• Sockets and drive made of exceptionally durable chrome vanadium steel CrV 50BV3

• Matrix-forged and precisely calibrated sockets for maximum durability

• AS-Drive system increasing maximum torque by 25% with full nut protection

• Two-tone finish of socket surfaces, emphasizing their quality

• Bits made of hard S2 steel, resistant to deformation

• Enables work under very high loads and precision requirements

• Allows for performing many service operations related to threaded connections

• Material: 40CrV, CrV 6150, CrV 50BV30, CrMo SCM-440, S2

• Wide application: car services, mechanical workshops, industry, household

• Number of teeth in ratchets: 72

• AS-DRIVE system: Yes

• Tool handle size: 1/4'' (6.3 mm) and 1/2'' (12.7 mm)

• Number of pieces in the set: 108

• 1/2” (12.7 mm) Sockets:

• 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 24 mm (L=38 mm)

• 27, 30, 32 mm (L=42 mm)

• 1/4” (6.3 mm) Sockets: 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12, 13, 14 mm (L=25 mm)

• 1/2” (12.7 mm) Long Sockets: 14, 15, 17, 19, 22 mm (L=76 mm)

• 1/4” (6.3 mm) Long Sockets: 6, 7, 8, 9, 10, 11, 12, 13 mm (L=50 mm)

• 1/2” (12.7 mm) Sockets:

• E10, E11, E12, E14, E16, E18, E20, E24

• 1/4” (6.3 mm): E4, E5, E6, E7, E8

• 1/2” (12.7 mm) Extensions: 127 mm, 254 mm

• 1/4” (6.3 mm) Extensions: 50.8 mm, 101.6 mm
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• Adapter: 3/8” (9.5 mm) (F) x 1/2” (12.7 mm) (M)

• Universal Joints: 1/2” (12.7 mm), 1/4” (6.3 mm)

• Spark Plug Sockets: 1/2” (12.7 mm): 16, 21 mm

• T-Handle: 1/4” (6.3 mm): 152.4 mm

• Ratchets:

• 1/2” (12.7 mm); 255 mm; 72T

• 1/4” (6.3 mm); 155 mm; 72T

• Socket Driver: 1/4” (6.3 mm): 150 mm

• Reducer: 1/2” (12.7 mm) x 5/16” (7.9 mm)

• Bits:

• Flat 5/16” (7.9 mm): 8, 10, 12 mm (L=30 mm)

• Phillips 5/16” (7.9 mm): PH3, PH4 (L=30 mm)

• Pozidrive 5/16” (7.9 mm): PZ3, PZ4 (L=30 mm)

• Torx 5/16” (7.9 mm): T40, T45, T50, T55, T60 (L=30 mm)

• Hex 5/16” (7.9 mm): 7, 8, 10, 12, 14 mm (L=30 mm)

• Socket Bits:

• Flat 1/4” (6.3 mm): 4, 5.5, 6.5 mm (L=37 mm)

• Phillips 1/4” (6.3 mm): PH1, PH2 (L=37 mm)

• Pozidrive 1/4” (6.3 mm): PZ1, PZ2 (L=37 mm)

• Torx 1/4” (6.3 mm): T8, T10, T15, T20, T25, T27, T30 (L=37 mm)

• Hex 1/4” (6.3 mm): 3, 4, 5, 6 mm (L=37 mm)

• Hex Key: 1.5, 2, 2.5 mm
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